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EXPANDED NEEDLE VALVES & MUFFLERS

3° Needle Valves, 1/8” NPT

Part No.             Description
MNV-3P             Needle Valve, #10-32, Screwdriver Slot
MNV-3KP           Needle Valve, #10-32, Knurled Knob

7/16"
hex. 1/8" NPT 

inlet 1
#10-32 
outlet 2

1.187

flow
adjustment

0.328
max.

Input Pressure: 2,000 psig max.

Air Flow: 2.5 scfm @ 50 psig; 5 scfm @ 
100 psig

3° Needle Valves, #10-32

Part No.           Side Port         ”B”    Note:
MNV-4            #10-32  . . . . .0.593
MNV-41          1/16 Barb  . . .0.750
MNV-42          1/8 Barb  . . . .0.906
MNV-4K          #10-32  . . . . .0.593
MNV-4K1        1/16 Barb  . . .0.750
MNV-4K2        1/8 Barb  . . . .0.906

Input Pressure: 300 psig max.

Air Flow: 5 scfm @ 100 psig

0.250 dia.

0.406
full open 0.406

full open

0.281
0.593

0.156

0.390
"B"

#10-32 inlet 1

#10-32 outlet 2
0.375

Screwdriver Slot

Knurled Knob

0.375

"B"

0.406
full open

Speed Control Mufflers

Part No.             Description
SCM-P                Muffler, 1/8-27 NPT
SCM-Q               Muffler, 1/4-18 NPT
SCM-W              Muffler, 3/8-18 NPT
SCM-Z               Muffler, 1/2-14 NPT

Knurled knob length based on minimum thread engagement.

Material: Solid brass body; sintered bronze muffler (40 micron)

0.318

0.710

1/8-27 NPT

lock nut

12 mm 
hex

0.580
max.

0.292

0.703

1/4-18 NPT

lock nut

14 mm 
hex

0.580
max.

0.904

0.329

3/8-18 NPT

lock nut

17 mm 
hex

0.650
max.

0.358

1.017

1/2-14 NPT

lock nut

21 mm 
hex

0.870
max.

SCM-P                                               SCM-Q

SCM-W                                             SCM-Z

NEW! 3° Cartridge Needle Valves

Part No.             Description
MNV-4C            4-Way Needle Cartridge Valve, Screwdriver Slot
MNV-4CK          4-Way Needle Cartridge Valve, Knurled Knob

#10-32#10-32

0.264

0.303
hex.

0.625

lock
nut 0.576

0.505
full

open

screwdrive
slot

0.5000.187

0.093 dia.

32 rms

0.161 dia.       -0.750 deep
0.200 dia. ± 0.003-0.477 deep
0.276 dia. ± 0.002-0.375 deep
0.297 dia. ± 0.002-0.230 deep
#10-32 UNF-2B thd.-0.625 deep

+ 0.003
 - 0.001

Input Pressure: 150 psig max.

Air Flow: 5 scfm @ 100 psig

Knurled locking nut standard

RoHS
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